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Specifications

SEM910 SEM910X SEM910D SEM910DX

Data Throughput 150 Kbps

Total Available Over-the-air 
Bandwidth

172.8 Kbps

Interface 10/100BaseT

Network Topologies Point-to-Point and Multipoint

Frequency Range 902MHz - 927MHz

RF Modulation GFSK

RF Output Power +27dBm at the RF Connector

Receive Sensitivity -103dBm for 10-5 BER

Power +9Vdc - +30Vdc +12Vdc to +30Vdc +9Vdc - +30Vdc +12Vdc to +30Vdc

Enclosure Material Aluminum  Aluminum
 (network interface unit) 

UV stabilized polycarbonate
 (remote radio unit)

ABS ABS 
(network interface unit) 

UV stabilized polycarbonate
 (remote radio unit)

Enclosure Size  201 x 144 x 53   201 x 144 x 53 
(network interface unit) 

130 x 79 x 35
 (remote radio unit)

140 x 118 x 48  140 x 118 x 48
 (network interface unit)

 130 x 79 x 35
 (remote radio unit)

Operating Temperature  -40ºC to +70ºC  -40ºC to +70ºC
(network interface unit)

-40ºC to +70ºC
(remote radio unit) 

 -40ºC to +70ºC  -40ºC to +70ºC
(network interface unit)

-40ºC to +70ºC
(remote radio unit)

Certifications FCC, IC,  UL Class I Div 2

Connectors

Power 2-Terminal Connector

Ethernet RJ-45

Configuration Port RJ-11

Antenna Reverse TNC

Indicators

Power RF Link

Ethernet Transmit Ethernet Receive

Link Status XCVR OK


